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Introduction

In th
e

fa
ll

o
f

2007
th

e
Scientific and Technical Advisory Committee (STAC) o

f

th
e

Chesapeake

Bay Program (CBP) recruited

th
e

authors a
s

a
n independent panel o
f

experts to review the

Chesapeake Bay Watershed Model (CBWM) Phase 5 effort and make recommendations f
o

r

it
s

enhancement. The review panel met a
s

a group o
n January 2
3

- 2
5

in Annapolis, MD. Limited

documentation o
n

th
e

Phase 5 CBWM was provided in advance. Presentations were given to th
e

review team b
y

Richard Batiuk, Gary Shenk, and Lewis Linker o
f

th
e

EPA Chesapeake Bay

Program. Many o
f

the documents distributed

fo
r

review prior to th
e meeting in Annapolis were

in draft form, with key components missing o
r

incomplete. O
n

th
e

first day o
f

th
e

review, CBP
personnel presentations provided a more detailed description o

f

th
e

Phase 5 model components

and calibration process and a
n update o
n

th
e

status o
f

th
e

Phase 5 model calibration and

validation, which were in progress. O
n

day two o
f

th
e

review, CBP personnel responded to

additional panel questions and

th
e

panel began to conduct the formal review. This document

summarizes

th
e

panel's assessment o
f

( 1
)

work to date, ( 2
)

th
e

model's suitability

f
o
r

making

management decisions a
t

th
e Bay Watershed and local scales, and ( 3
)

potential enhancements to

improve

th
e

predictive ability o
f

th
e

next generation o
f

th
e CBWM. The reader should b
e aware

that model documentation required

f
o
r

this review was incomplete and this review is based

solely o
n

th
e

information provided. Improved and continuous documentation o
f

th
e model and

data environment should b
e implemented a
s

soon a
s

possible.

The CBP represents one o
f

th
e

largest and most complex watershed management efforts in th
e

U
.

S
.

and

it
s success is partially contingent upon

th
e

accuracy o
f

the CBWM. The task demands

a detailed description o
f

hydrological, biogeochemical and climatological processes over a multi-

jurisdictional regional watershed scale. Data demands

a
re daunting and differentially available

over

th
e

watershed. While more process- oriented research models

a
re available, they

a
re

n
o
t

y
e
t

feasible

f
o
r

th
e

geographical scale o
f

th
e

CBP, and currently d
o

n
o
t

have

th
e

ability to simulate

a
ll the complexities o
f

the Chesapeake Bay Watershed (CBW) required

fo
r

CBP management

decisions. The CBWM represents a significant simplification o
f

th
e CBW with significant

compromises; however, w
e

believe that

th
e CBWM is appropriate given

th
e

scale, complexity

and mechanistic basis o
f

th
e

modeling and management frameworks that

a
re feasible with

th
e

current state-

o
f
-

the-science o
f

watershed modeling

f
o
r

management purposes. The envisioned

Chesapeake Bay Program Community Watershed Modeling effort is promising and provides the

potential to engage a much larger community in th
e

development and application o
f

th
e CBWM.

Additional complexities that

th
e

next generation o
f

th
e CBWM should address include: ( 1
)

accounting

f
o
r

th
e

fact that much o
f

sediment and nutrient transport into

th
e Bay may take place

during annual extreme events ( these large events are responsible fo
r

much o
f

the excessive

erosion and flushing o
f

stored materials a
s

well a
s CSOs and SSOs (combined and sanitary sewer

overflows)); and ( 2
)

th
e

fact that management can involve significant time lags in terms o
f

th
e

timing between management changes and subsequent environmental response. We

a
re

concerned that th
e

present CBWM may not b
e

capturing these complexities adequately.
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The CBWM modeling team has done a
n extraordinary

jo
b

o
f

pulling together

th
e

information

base from disparate sources, designing and implementing a

s
e
t

o
f

software tools and methods to

integrate a data and modeling system. This has been done with extremely limited personnel and

resources (monitoring, programming, disciplinary expertise, etc.).

It is important to note that

th
e

Phase 5 Watershed Model is not a strict implementation o
f

Hydrologic Simulation Program-Fortran (HSPF) a
s was implemented in previous versions o
f

th
e

CBWM. The Phase 5 model is a melding o
f

two major components o
f

HSPF, th
e

land segment

and reach simulation modules, with

th
e

External Transfer Module (ETM), which modifies output

from

th
e HSPF land segments to account

f
o

r

th
e

effects o
f

th
e

presence o
r

absence o
f

BMPs o
n

sediment and nutrient loading to reaches. The Phase 5 model also includes interfaces with other

models such a
s

th
e

airshed, estuarine, and land use change models and various other modules,

which create

th
e

required UCI (input) files

f
o

r

th
e

land segment and reach models.

A
s

in HSPF,

th
e CBWM is a lumped, conceptual representation o
f

th
e

watershed. The

conceptual stores and fluxes, which

a
re lumped a
t

th
e

subwatershed level (subwatersheds

average 6
6 mi2 in size), make it difficult to relate measured quantities such a
s

soil moisture,

groundwater levels, and soil and sediment chemistry to simulated values. The choice o
f

th
e

subwatershed level is a critical scale choice a
s

th
e

model maintains a one-

t
o
-

one mapping o
f

stream o
r

river reach to contributing subwatershed area. For application to th
e

full CBW,

th
e

Phase 5 CBWM uses a threshold scale o
f

representing

th
e

extent o
f

th
e

river network and

corresponding subwatershed partition to streams with a
t

least 100

c
fs mean annual flow ( o
r

5
0

c
fs if th
e

subwatershed is gauged). This has

th
e

effect o
f

eliminating smaller streams and their

channel processes, and their effects

a
re implicitly lumped o
r

included in terrestrial processes.

The scale choice is based o
n data availability, available resources ( e
.

g
.

personnel, budget) to

parameterize the model, and computational limitations.

The current implementation o
f

th
e

model is mainly geared towards

th
e

scale o
f

th
e

major

tributaries and

th
e

Chesapeake Bay Basin. A project o
f

this scale requires a modeling and

information environment to formalize

th
e

approach within a systems framework. This

framework is still evolving.

The review panel was asked to address

th
e

following four questions:

1
.

Are

th
e

model structure, dynamics, and calibration sufficient

f
o
r

th
e

management purposes a
t

th
e

regional scale to support Chesapeake [ Watershed] water quality management with regard

to segmentation, land uses, HSPF modifications, and ancillary software?

2
.

Are

th
e

model structure, dynamics and calibration sufficient

f
o
r

th
e

management purposes a
t

th
e

local watershed scale to support sediment and nutrient TMDLs with regard to

segmentation, land uses, HSPF modifications, and ancillary software?

3
.

Are

th
e data inputs sufficient to support management decisions with regard to meteorology,

nutrient inputs, land use, BMPs, septic systems, point sources, and atmospheric deposition a
t

th
e

regional and local scales?
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4
.

Phase 5 is th
e

latest generation o
f

a model that has been applied in th
e

Chesapeake watershed
fo

r

more than two decades. T
o address increasingly complex and local- scale management

needs anticipated in th
e

watershed, what should

th
e

next generation o
f

th
e

Chesapeake Bay

Community Watershed Model look like?

These four questions address

th
e

utility o
f

th
e

model

f
o

r

management purposes a
t

both

th
e

regional (major watershed tributaries) and local (~ 6
6

m
i2

subwatershed) scales.

Response to Specific Questions

1
.

Are th
e

model structure, dynamics, and calibration sufficient f
o

r

th
e

management purposes a
t

th
e

regional scale to support Chesapeake [ Watershed] water quality management with

regard to segmentation, land uses, HSPF modifications, and ancillary software?

a
.

Before this question can b
e answered fully, model calibration and validation must b
e

completed, documented and

r
e
-

reviewed since

th
e

panel only had

th
e

opportunity to

review draft model documentation and to evaluate preliminary calibration and validation

results. While a substantial number o
f

model simulations have been produced and

compared with time series o
f

flow, and sediment and nutrient concentrations and loads,

this information must b
e summarized a
t

th
e

scale o
f

th
e

major CBW tributaries. The

calibration strategy appears to b
e innovative and sound, but it is difficult to judge until

completed. The time series comparisons that were presented to th
e

review team were

interesting,

b
u
t

d
id not convince

th
e

panel that a
n adequate calibration had

y
e
t

been

achieved beyond streamflow. Although Question 1 does

n
o
t

directly address validation,

w
e

feel that validation is essential and a required step in model development, particularly

if the model is to b
e used

fo
r

TMDL development purposes. The current validation

strategy -
- selecting validation time periods within

th
e

calibration period-- is n
o
t

a good

one, a
s

this is likely to simply

r
e
-

confirm

th
e

results fromcalibration periods that

a
re

adjacent-

in
-

time to validation periods (which might result in th
e

validation period being

essentially equivalent to th
e

calibration period). A much better strategy is to completely

separate calibration and validation time periods -

fo
r

example, calibrate with the 1985- 9
5

data and then validate with the1995- 2005 data. I
f

th
e

results o
f

th
e

validation exercise

suggest that

th
e

calibrated model is flawed, then

th
e

validation results can b
e used to

reformulate

th
e

model. In that case,

th
e

best option

f
o

r

r
e
-

validation would b
e

to use

th
e

original calibration data

s
e
t

f
o
r

validation o
f

th
e

revised model.

b
.

We still believe that uncertainty analysis is essential. We understand that

th
e

model is

very consumptive o
f

computer time to operate

f
o
r

th
e

full CBW. However, uncertainty

analysis could provide

th
e

basis

f
o
r

th
e

" margin o
f

safety" (MOS) used in th
e TMDL

plans. We

s
e
e

two options

f
o
r

this difficult problem: ( 1
)

u
s
e

th
e

difference between

predictions and observations during th
e

validation period to serve a
s

a measure o
f

prediction uncertainty, o
r

( 2
)

following

th
e

2005 review recommendation, use one o
r

two

o
f

th
e

tributaries, o
r

representative subwatersheds o
f

a tributary,

f
o
r

this purpose. This

would reduce

th
e

amount o
f

computer time necessary to run multiple realizations.
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c
. We have concerns regarding

th
e representation o
f BMPs in th
e model. Several BMPs

( improved nutrient management and low

t
il
l row crops)

a
re implemented a
s

separate land

uses reflecting altered management and appear reasonable. Other BMPs

a
re simulated a
s

edge-

o
f
-

field (EOF) o
r

edge-

o
f
-

stream (EOS) practices and their effects

a
re simulated

using constant ( 0
-

1
)

efficiency factors drawn from

th
e

literature and best professional

judgment. There

a
re two specific concerns with this approach:

( 1
)

In many cases, these latter BMPs may not conserve mass. Removal o
f

sediment

and nutrients a
re

n
o
t

explicitly accounted f
o

r

in th
e

model mass balance. A means

must b
e found to account

f
o

r

and simulate

th
e

long- term fate o
f

sediment and

nutrients that

a
re “ trapped o
r

removed” b
y BMPs if they

a
re

n
o
t

permanently

removed ( e
.

g
.
,

denitrification o
r

transport o
u
t

o
f

th
e

watershed). A
s

a
n

example,

build- u
p

o
f

sediment o
r

nutrients in a buffer o
r

wetland may lead to reduction in

removal efficiency over time o
r

conversion o
f

th
e BMP to a source under certain

conditions. A
t

present, n
o

build- u
p

o
f

mass in these BMPs is simulated, nor is

subsequent release during extreme events permitted.

( 2
)

Removal efficiencies o
f BMPs

a
re known to b
e dependent o
n climate, flow rates,

hydrogeologic setting, and implementation and maintenance conditions. Within

th
e

External Transfer Module (ETM) framework, these efficiencies

a
re currently fixed a
t

constant values. However, they could either b
e sampled from a distribution function

(with form and bounds

s
e
t

from

th
e

literature) o
r

conditioned o
n flow rates ( if

appropriate). This would allow " breakthrough" o
f

sediment and nutrients

fo
r

a subset

o
f

th
e

population o
f

BMPs, which could have important downstream impacts.

d
.

The limited coupling o
f

th
e

land segment and river reach modules does

n
o
t

allow

f
o
r

overbank deposition, o
r

other important loss rates from

th
e

river reach system under high

flow conditions o
r

under extreme drought ( if w
e

understand

th
e

model correctly). This

may bias total export predictions but w
e

note that a much more detailed model would b
e

required to address these issues. A similarsituation exists

f
o
r

dynamic interactions

between wetlands and stream reaches. These issues should b
e

dealt with in th
e

next

generation o
f

th
e

model.

e
.

The model currently is implemented with a representation o
f

river reaches with mean

annual flow exceeding 100

c
fs ( o
r

5
0

c
fs

f
o

r

gauged watersheds), which fails to account

f
o
r

smaller streams and

th
e

heterogeneity o
f

small watersheds that can influence BMP
performance and

th
e

development o
f

management options and TMDLs.

f
. Validation has been conducted b
y

choosing specific years within

th
e

1985- 2005 domain

to u
s
e

a
s

validation periods. This approach does

n
o
t

account

f
o
r

long- term changes and

th
e

stability o
f

th
e

model parameters over a period that mayhave significant change in

climate, land use o
r

management options. Instead, w
e recommend that the modeling

team identify those watersheds with sufficient hydrologic, nutrient and sediment records

to allow a
n initial calibration period ( e
.

g
.

1985- 2000), and a subsequent contiguous

validation period ( e
.

g
.

2001- 2005). These periods may vary in length and time

f
o
r

th
e

different stations depending o
n

th
e

availability o
f

data. I
t
is n
o
t

necessary o
r

feasible to
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validate each watershed given current data,

b
u
t

additional monitoring and use o
f

other

existing data sources

n
o
t

currently being used should b
e used to evaluate model

performance in key subwatersheds in th
e Phase 5 modeling effort. Validation efforts

should focus o
n those watersheds with adequate observed data

f
o

r

calibration and

validation.

g
.

The model does

n
o
t

represent

th
e

full coupling o
f

th
e

groundwater to th
e

surface water

system o
n a regional scale. I
t
is believed that a significant percentage o
f

nitrate load to

th
e

Bay is from direct groundwater inputs. Our understanding is that this is n
o
t

fully

captured b
y

th
e

model. A means should b
e found to capture this load if it is significant

f
o

r

management decisions if possible. Otherwise this should b
e given a
s a model limitation.

h
.

The model does not capture long-term persistence such a
s drought flows because o
f

lack

o
f

coupling between surface water and groundwater. This deficiency also affects nutrient

loads a
s mentioned above.

2
.

Are

th
e

model structure, dynamics and calibration sufficient

f
o
r

th
e

management purposes a
t

th
e

local watershed scale to support sediment and nutrient TMDLs with regard to

segmentation, land uses, HSPF modifications, and ancillary software?

We define

th
e

“ local watershed scale” a
s

th
e

current lowest level o
f CBWM segmentation,

characterized b
y

reaches with mean annual flow > 100
c
fs

(~ 6
6

m
i2

area o
n average).

a
.

This question was discussed a
t

length with

th
e CBWM team. We agree with

th
e

team

that

th
e

current CBWM implementation is n
o
t

appropriate

f
o
r

development and

implementation o
f

TMDLs a
t

th
e

local watershed scale. A major barrier appears to b
e

th
e

scale o
f

information built into

th
e CBWM, which is based o
n

th
e

county level data and

river reach segmentation a
t

th
e

100

c
fs threshold and designed

f
o
r

full watershed o
r

major

tributary scale analysis.

b
. A potential approach is to make

u
s
e

o
f

community modeling framework in which local

watershed managers could make use o
f

additional modeling tools and data to resegment,

recalibrate and implement th
e

model a
t

appropriate local scales using more site specific

local information. Local- scale data can b
e obtained from specific sampling and

measurement, o
r

from higher-resolution spatial data sources and modeling tools.

3
.

Are

th
e

data inputs sufficient to support management decisions with regard to meteorology,

nutrient inputs, land use, BMPs, septic systems, point sources, and atmospheric deposition a
t

th
e

regional and local scales?

Response

f
o
r

Regional Scale

a
.

Yes, with the following qualifications. We assume regional scale to mean major

watersheds e
.

g
.
,

from

th
e

scale o
f

th
e

Patuxent to th
e

Susquehanna River Basins. The

data o
n meteorology, land use, point sources, and atmospheric deposition appear to b
e

o
f

sufficient quality a
t

this scale. A
t

th
e

county level there appears to b
e reasonable

estimates o
f

fertilizer sales, which a
re used to estimate nutrient inputs a
t

th
e
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county/ subwatershed scale. Data available from soil- testing laboratories/ programs could

possibly b
e used to estimate soil phosphorous pools

f
o

r

th
e

models. BMP efficiencies

a
re

estimated from literature values, expert judgment, and county- level data bases. BMPs are

being represented in th
e

simplest way possible (described previously); representation o
f

BMPs statistically and dynamically is important. In terms o
f

annual changes, this

c
a

n

b
e

represented b
y

th
e

model (data o
n BMPs can b
e changed annually). A
s

in th
e

model

review recommendations o
f

2005, w
e recommend/ encourage

th
e

modeling team to

compile account

fo
r

the dynamic behavior o
f BMPs with respect to their efficiencies.

b
.

We

a
re concerned about

th
e

low-order meteorological interpolation a
s

it h
a

s

th
e

potential

to oversmooth weather patterns, leading to a loss o
f

information about local extremes.

The inaccuracies o
f

precipitation timing will significantly affect th
e

hydrology modeling.

We recommend considering use o
f

the bias-corrected and merged NEXRAD- gauge

precipitation data (1 km2 grid) a
s

it becomes available, and to evaluate

th
e

current

precipitation product

f
o

r

u
s
e

prior to th
e

period o
f

NEXRAD availability.

Response

f
o
r

Local Scale

We believe that it is inappropriate to use the existing CBWM county and subwatershed

data sets

f
o
r

local- scale modeling applications. Data must b
e disaggregated a
t

a finer

scale

f
o
r

local scale applications.

In addition to th
e

national 30- m data sets

f
o
r

land cover and soil surveys, there

a
re a

number o
f

small-scale watersheds (
< 100 cfs) within the CBW that have fine- scale

temporal and spatial data sets available ( e
.

g
.

weekly chemistry, LiDAR, more detailed

land cover and infrastructure, etc.) that can b
e used

f
o
r

smaller-scale modeling

applications. Examples include

th
e

Baltimore Ecosystem Study Long Term Ecological

Research site; SERC research sites;

th
e

Penn State Critical Zone Observatory

(Susquehanna/ Shale Hills/ Leading Ridge); Virginia’s Nomini Creek, Owl Run, Polecat

Creek, Long Glade and Mossy Run watershed studies; and USGS and ARS research sites

and watershed monitoring studies.

4
.

Phase 5 is th
e

latest generation o
f

a model that’s been applied in th
e

Chesapeake watershed

f
o
r

more than two decades. T
o

address increasingly complex and local-scale management

needs anticipated in th
e

watershed, what should

th
e

next generation o
f

th
e

Chesapeake Bay

Community Watershed Model look like?

Our comments below address the CBWM and d
o not address

th
e

Chesapeake Bay

Community Watershed Modeling effort a
s

it is n
o
t

currently operational.

a
.

Long- term mass balances. The Chesapeake Bay restoration and other large- scale

watershed and ecosystem projects

a
re addressing processes and management actions that

occur and will have impact over decades. Over this period o
f

time, intentional and

unintentional changes in th
e

characteristics o
f

th
e

watersheds will occur, including land

cover, climate change, land management, and ecological succession. Over short time

scales these may b
e prescribed, whereas over long time scales allowance has to b
e made

f
o
r

interactions and feedbacks among these processes. A
s

a
n

example, in th
e

current
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model, mass is n
o
t

fully conserved in th
e methods used to simulate BMPs and deep

groundwater percolation. Groundwater flows, BMPs, and other processes should b
e

changed s
o that mass balance is maintained.

b
.

Process-oriented, distributed modeling a
t

th
e

sub-basin scale. The CBWM is derived

from a
n older paradigm that was not designed to produce state o
r

flux variables that can

b
e

easily measured, except

f
o

r

stream flow ( e
.

g
.
,

soil moisture and tension, groundwater

levels, water vapor flux). The model would b
e more useful if there was a
n ability to

compare a greater number o
f

measured and modeled variables over space and time. This

could include such variables a
s

rooting zone soil moisture and groundwater depths.

c
.

Distributed approach. We recommend moving from a lumped conceptual model a
t

th
e

subwatershed scale to a more distributed parameter approach that simulates processes a
t

smaller scales. We have

th
e

ability to make many more measurements now than w
e

did a
t

th
e

time HSPF was formulated, both across different variables and a
t

different scales.

Therefore any new model development should take advantage o
f

new measurement

technologies ( e
.

g
.
,

ADCP, satellite data ( e
.

g
.
,

canopy LAI, productivity, surface

temperature), sap flux, LiDAR, high resolution aerial photography, eddy covariance

stations, continuous real-time nutrient and chemical sensors, sensor network

technologies, and isotope lasers) to improve

th
e

temporal and spatial resolution o
f

model

inputs.

d
.

Ecosystem dynamics. The next generation model should incorporate a dynamic

ecosystem approach that integrates and fully couples carbon and nutrients in th
e

soil and

water cycles and incorporates spatially explicit land management activities.

e
.

Parallel computer processing. The next generation CBWM should b
e designed to take

advantage o
f

th
e

capabilities o
f

parallel computing to allow watershed coupling and

feedback, reduce computational requirements, and facilitate analysis o
f

integrated

management alternatives.

Suggested Implementation Time- Line and Additional Recommendations

The following actions

a
re suggested to improve

th
e

use o
f

th
e CBWM

f
o
r

management and

TMDL development purposes.

Immediate Needs

1
. A much higher level o
f

resources is needed

f
o
r

adequate model development, calibration, and

validation. It is remarkable what

h
a
s

been accomplished, but

th
e

effort is to
o

dependent o
n

to
o

few highly- trained personnel. Given

th
e

great importance o
f

this effort to th
e

success o
f

th
e Bay

in terms o
f

achieving water quality goals, the modeling effort appears to b
e

grossly underfunded.

A reasonable approach is to implement a working design team o
f CB plus outside scientists and

engineers with technical support to begin

th
e design and testing o
f

new and existing models that

specifically deal with these questions. The effort is critical to th
e

success o
f

th
e Bay program and

achieving th
e

Bay TMDL. A modeling budget double o
r

triple th
e

current level o
f

funding f
o
r
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th
e next two to three years will likely b
e required

f
o

r

th
e development o
f

Chesapeake Bay

TMDLs that can withstand court challenge.

2
.

The model documentation, calibration, and validation must b
e completed s
o

that these items

can b
e reviewed b
y

th
e

scientific and user community. The model documentation should b
e

continuously updated. The calibration efforts should b
e documented o
n subwatersheds and

watersheds with adequate monitoring data. Validation efforts should b
e limited to subwatersheds

and watersheds with adequate monitoring data.

3
.

There should b
e

a
n increase

in
,

and cross training

o
f
,

modeling team members s
o

that

modeling efforts

a
re not dependent o
f

th
e

skills and knowledge o
r

loss o
f

single team members.

The team has expertise in hydrology/ water quality modeling. I
t needs additional expertise in

computer programming, agricultural nonpoint source pollution control, urban nonpoint source

pollution control, TMDL development, groundwater hydrology/ modeling, instream processes,

etc. Additional personnel d
o

n
o
t

necessarily have to b
e

full time,

b
u
t

they must b
e engaged with

th
e

effort and b
e able to work with

th
e CBWM team o
n a regular (weekly) basis.

4
.

The monitoring to support CBWM development, calibration, and validation should b
e

improved. In terms o
f

monitoring, given

th
e

investment in th
e

20-year history o
f

th
e

modeling

program and

th
e

envisioned costs o
f

restoration, it is remarkable that there

a
re only three

continuous daily nutrient and sediment monitoring stations (our understanding) in th
e

entire

64,000 s
q

m
i

Chesapeake Bay watershed. Given

th
e

advancements in sensor and sensor network

technology, it is o
f

paramount importance to invest in this technology and link it to the modeling

effort to improve

th
e

model calibration quality. The monitoring could also b
e

tied to th
e

intensive

subwatersheds mentioned in ( 2
)

above.

5
. We were very impressed b
y the creative methods used to automate and improve calibration b
y

focusing o
n specific properties o
f

th
e

streamflow time series and relationships among model

parameters. We recommend that this approach b
e explored further.

6
.

Although major changes have been undertaken to develop

th
e

current model, major software

engineering needs to b
e undertaken to streamline the code, make input and output processing

more efficient, and utilize interactive web- based visualization software. The Chesapeake Bay

Community Modeling Program has started to d
o

this, although this is not

y
e
t

operational.

7
.

Calibration and validation could b
e improved b
y

using a variety o
f

additional tools: temporal

aggregation, disaggregation (Bo, Islam, Eltahair, 1994, Water Resources Res., 30(12), p
.

3423–

3435, smoothing, and space- time principal components analysis (Elsner and Tsonis, 1996,

Singular Spectrum Analysis, Springer, 177pp). A good effort in this area has been made in th
e

innovative calibration methods that seek to preserve important properties o
f

th
e

hydrograph, e
.

g
.
,

recession rates.

8
.

Uncertainty analysis. There is a need to develop some uncertainty measure o
n

predictions.

One possibility is to develop a standard error calculation based o
n predicted versus observed

values during validation; this could b
e

th
e

basis

f
o
r

th
e

margin o
f

safety (MOS) calculations

needed f
o
r

TMDLs. For longer time series o
f

available data, recalibration o
f

th
e

model could b
e
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used to evaluate

th
e

stability o
f

parameters a
s a function o
f

time to determine whether they

a
re

stable o
r

drifting.

9
.

There should b
e a more cleanly thought-

o
u
t

scenario process. We understand that

th
e

scenario

development is n
o
t

fully controlled b
y

th
e

modeling team,

b
u
t

there may b
e some schemes

developed to categorize and catalog different types o
f

scenarios s
o

that a master database o
f

model responses to different management scenarios is available without running

th
e

model. This

can b
e used both to a
id managers who may b
e able to base planning o
n previous results, identify

missing key scenarios, o
r

serve a
s

a basis f
o

r

a data mining approach to formulate simpler

models o
r

emergent properties o
r

behaviors o
f

th
e

Chesapeake Bay Watershed.

1
0
.

A
n

assessment should b
e made o
f

th
e

use o
f

county- level data from state soil testing labs to

s
e
t

initial soil nutrient level pools o
f

major soils, crops, and land uses and update pool

concentrations over time if soil testing

la
b

data indicates changes. The approach used to quantify

soil nutrient pools and fluxes should b
e changed s
o

that nutrient pools

a
re not calibrated.

1
1
.

New land uses should b
e added s
o

that appropriate BMPs can b
e simulated using HSPF itself

( a
s with low

t
il
l cropland and improved nutrient management) rather than BMP efficiency

factors.

1
2
.

Procedures should b
e developed to simulate

th
e

dynamic nature o
f

BMPs and

th
e

sensitivity

o
f

BMPs to extreme events.

1
3
.

It is important to continue

th
e

development o
f

a Chesapeake Bay Program Geodatabase a
s

h
a
s

been discussed a
t

STAC and CCMP meetings. This standardizes
a
ll data within

th
e Bay and

Watershed and allows wider use and application through standardization.

Intermediate Needs (1 to 3 years)

1
.

The model should b
e used to identify subwatersheds that deliver disproportionate sediment

and nutrient loadings to th
e Bay and that have disproportionate impacts o
n Bay water quality

during critical periods. This could b
e used to target Bay implementation activities to the

most cost effective sources.

2
.

There should b
e

a
n applied research program established b
y

th
e CBP to improve

o
u
r

understanding and ability to model key processes affecting sediment and nutrient transport in

th
e CBW. The research program should b
e directed towards achieving the science and

management goals o
f

th
e

watershed component o
f

th
e Bay program.

3
.

Improved representation o
f

channel erosion, scour and deposition dynamics is needed. The

possible

u
s
e

o
f

components from

th
e CONCEPTs o
r

other channel erosion models should b
e

investigated.

4
.

Action should b
e taken to proactively identify and consider future threats to future water

quality ( e
.

g
.
,

thermal waste heat from power generation, ethanol waste fertilizer issue, dredge

spoil disposal, allocation issues) and identify potential ways that they can b
e

simulated in th
e
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model should

th
e need arise. This may b
e

a
n appropriate activity

f
o

r

th
e applied research

program.

Long- Term Needs (4 to 6 years)

1
.

Adequate funding and resources must b
e provided

f
o

r

a
n integrated modeling and monitoring

program to enhance modeling efforts.

2
.

A new generation o
f

th
e CBWM is needed that is
:

a
.

Not based o
n HSPF

b
.

Process-oriented and represents

o Instream processes (interactions between biotic and abiotic components o
f

th
e

ecosystem)

o Dynamics o
f

BMPs –simulates BMPs through their effects o
n model parameters

rather than with current efficiency factors and accounts

f
o

r

ultimate fate o
f

“trapped”

sediment and nutrients.

o Evapotranspiration, crop growth, soil nutrient and carbon dynamics (continuous mass

balance)

o Groundwater dynamics, nutrient transport, and groundwater loadings to streams and

directly to th
e

Chesapeake Bay

o Flood plain dynamics (interactions between sediments and nutrients in th
e

flood plan

and channels)

o Wetland dynamics (interactions between wetlands and channel systems)

o Priority pollutants other than sediment band nutrients

c
. A distributed parameter model

o with much finer land segmentation and stream network representation

o that is able to identify areas a
t

th
e

scale o
f

1
0 hectares that

a
re disproportionately

responsible

f
o
r

water quality impacts

o that utilizes remote sensing data to estimate both historical and real-time model

parameters

3
.

Potential to develop TMDLs f
o
r

sediment and nutrients a
t

th
e

“ local” scale.

Final Thoughts

Similar to th
e

Everglades restoration in approach and complexity,

th
e

Chesapeake Bay

restoration is dependent o
n a combination o
f

integrated modeling, monitoring and expert

judgment to forecast and guide management efforts with particular emphasis o
n nutrient and

sediment management. Both efforts must develop and justify a
n integrated framework including

th
e

cooperation o
f

multiple federal, state, local, public and private stakeholders in th
e

design and

implementation o
f

a range o
f

practices designed to reverse a large- scale eutrophication process.

Management changes have a long-term memory. Persistence comes in over much longer time

tables. The efforts will

p
u
t

in place strategies to alter hydrologic, ecosystem and social systems

with

th
e

aim o
f

preserving and improving valuable ecosystem services provided b
y

th
e

C
B and

th
e

Everglades, understanding that there may b
e

long term lags and feedbacks between th
e
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installation o
f

th
e practice and significant outcomes.

Consequently, the restoration efforts in th
e Bay may yield much o
f

the ecosystem services

benefits o
f

land management over a much longer term owing to time lag. It is essential that

th
e

Watershed Model, in conjunction with

th
e

linked atmospheric and bay models b
e able to

represent these lags and feedbacks. In th
e

Everglades, this has been approached b
y

coupling a

full ecosystem model with a distributed hydrologic simulation. A similar goal should b
e

s
e

t

f
o

r

th
e CBW. In both cases o
f

th
e CBW and the Everglades,

th
e

ability to develop and apply these

models requires a significant amount o
f

interdisciplinary data and observations to calibrate,

verify, and guide model efforts. This should b
e a goal o
f

th
e

scientific and management

communities.


